
Removal

   
â€
¢

Be sure to read and follow the "General Safety Information and Caution" before doing any work related
with the high voltage system. Failure to follow the safety instructions may result in serious electrical
injuries.

â€
¢

Be sure to read and follow the "High Voltage Shut-off Procedures" before doing any work related with the
high voltage system. Failure to follow the safety instructions may result in serious electrical injuries.

1. Shut off the high voltage circuit.
(Refer to Hybrid Control System - "High Voltage Shutoff Procedure")

2. Remove the hybrid motor reservoir tank.
(Refer to Hybrid Motor System - "Reservoir")

3. Remove the engine control module (ECM) and bracket assembly.
(Refer to Engine Control / Fuel System - "Engine Control Module (ECM)")

4. Disconnect the inverter power cable connector (A) from the high voltage junction box.

Tightening torque :
9.8 - 11.8 N.m (1.0 - 1.2 kgf.m, 7.2 - 8.7 lb.ft)

   
â€
¢

Remove the inverter power cable mounting bolt and then remove it by lifting the cable in the direction of
the arrow in the figure.

5. Disconnect the motor power cable connector (A) and hybrid starter generator (HSG) power cable connector (B).

Tightening torque :
9.8 - 11.8 N.m (1.0 - 1.2 kgf.m, 7.2 - 8.7 lb.ft)
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6. Disconnect the electric A/C compressor connector (A).

7. Disconnect the HCU & MCU integrated connector (A).
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8. Remove the LDC power outlet cable mounting bolt (A).

Tightening torque :
10.8 - 13.7 N.m (1.1 - 1.4 kgf.m, 8.0 - 10.1 lb.ft)

9. Remove the ground cable mounting bolt (A).

Tightening torque :
10.8 - 13.7 N.m (1.1 - 1.4 kgf.m, 8.0 - 10.1 lb.ft)
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10. Disconnect the inverter radiator upper hose (A).

11. Remove the hybrid power control unit (HPCU) (A).

Tightening torque :
19.6 - 29.4 N.m (2.0 - 3.0 kgf.m, 14.5 - 21.7 lb.ft)
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12. Remove the high voltage junction box service cover (A).

Tightening torque :
3.9 - 5.9 N.m (0.4 - 0.6 kgf.m, 2.9 - 4.4 lb-ft)

13. Remove the mounting bolts (A) connected to hybrid power control unit (HPCU).

Tightening torque :
M5 bolt : 3.9 - 5.9 N.m (0.4 - 0.6 kgf.m, 2.9 - 4.4 lb-ft)
M4 screw : 1.6 - 2.0 N.m (0.16 - 0.20 kgf.m, 1.2 - 1.4 lb-ft)
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â€
¢

Be careful not to drop the bolt to inside.

14. Remove the high voltage junction box (A).

Tightening torque :
9.8 - 11.8 N.m (1.0 - 1.2 kgf.m, 7.2 - 8.7 lb.ft)

15. Remove the high voltage junction box cover (A).

Tightening torque :
4.9 - 5.9 N.m (0.5 - 0.6 kgf.m, 3.6 - 4.4 lb-ft)
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16. Remove the DC fuse (A) from the high voltage junction box.

Tightening torque :
3.4 - 5.5 N.m (0.35 - 0.56 kgf.m, 2.5 - 4.1 lb-ft)

Installation

   
â€
¢

Be sure to read and follow the "General Safety Information and Caution" before doing any work related
with the high voltage system. Failure to follow the safety instructions may result in serious electrical
injuries.

â€
¢

Be sure to shut off the high voltage before doing any work related with the high voltage system (Refer to
"High Voltage Shut-off Procedure"). Failure to follow the safety instructions may result in serious electrical
injuries.

1. Install in the reverse order of removal.
Rate this Document
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Document Rating :

Please rate the above contents on a scale of 1 to 5.

Little Value    1  2  3  4  5   Excellent Value
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